PCI Android Payment Tablet

The ultimate payment tablet for all
mobile and retail use cases.
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* One device. Endless business possibilities

Smarter payments. Simpler operations.

Combining secure payments, Android 14, and GMS, the P30 Tablet enables
merchants to run payment and retail applications on a single mobile device for

seamless in-store service.

* Built for modern commerce

Secure today. Ready for tomorrow.

With PCl v7-ready security, 4G, Wi-Fi 6E, Bluetooth 5.3, and flexible accessories,

the P30 Tablet adapts easily to different retail and business scenarios.

* More power for every customer interaction

Faster service. Better experiences.

Featuring an 10.95" touchscreen, powerful performance, professional scanning,
cameras, and long battery life, the P30 Tablet supports faster service and smoother
customer experiences.
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Qualcomm 64-bit octa-core ARM Cortex
(4x 2.4 GHz A73 + 4x 1.9 GHz A55)

Android 14 (64 bits)

Internal: 4GB RAM + 64GB FLASH
Expansion: MicroSD card, up to 2TB

10.95", 1920x1200, 500 nits, capacitive multi-touch
Physical: Power, Volume Up/Down, Function

2*Speaker

2*Microphone

1*Buzzer

1*Headset via USB Type-C port

Vibration (Supported)

WAN: 4G/3G/2G fallback

Wi-Fi: Wi-Fi 6E (802.11ax), 2.4Ghz/5Ghz/6Ghz, 2x2 MIMO

Bluetooth: Bluetooth 5.3, supports BLE
GPS, GLONASS, BeiDou, Galileo

Front camera: 16MP with autofocus
Rear camera: 16MP with autofocus & flash

Mag Card: ISO 1/2/3 track, bi-directional
Smart Card: EMV Contact L1 & L2, ISO 7816,
Dual-Chip

Contactless: EMV Contactless L1 & L2, ISO/IEC
14443 Type A/B, MIFARE, FeliCa

Professional scanner (Optional)

2*SIM +2*SAM
1*SIM + 1*eSIM + 3*SAM (Optional)

1*USB Type-C port
8*Back pogo pin
2*Side pogo pin (for charging only)
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Accessories
(Sold separately)

Certifications

Reliability

Battery Version

Supply: 45W USB-C power adapter with PD
(Power Delivery) & QC (Quick Charge)

Battery: 3.8V 8000mAh / 30.4Wh rechargeable
li-ion polymer, removable

Non-Battery Version

Supply: 45W USB-C power adapter with PD
(Power Delivery) & QC (Quick Charge)

262.3 x 172.8 x 9.5 mm (Terminal only)
580g (Terminal only)

Non-Battery Version: 0°C to +40°C (+32°F to
+104°F)

Battery Version: : -10°C to +50°C (+14°F to +122°F)
for discharging; 0°C to +45°C (+32°F to +113°F) for
charging

Non-Battery Version: -20°C to +60°C
(-4°F to 140°F)
Battery Version: -20°C to +70°C (-4°F to 158°F)

10% to 93% (Non-condensing)

Magic Hub

ECR Stand

Retail Adapter

Signature Stylus

Straps (Neck, Hand, Rotating)
Screen Protector

PCI: PCI PTS 7.x

Payment: EMVCo Contact L1 & L2, EMVCo
Contactless L1 & L2, Mastercard PayPass, Visa
payWave, JCB, UPI qUICS, Amex ExpressPay,
Discover D-PAS, TOM

Regulatory: CE, CB, FCC, IC, RoHS, WEEE,
UN 38.3, DGM

IP: IP54
IK: IKO4
Drop Resistance: 1m
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